








Closets

Colour rendering is crucial in closets. Too
often electric lighting plays tricks on the eyes,
causing an unsuspecting homeowner to
show up at work wearing one navy sock and
one black sock. The Solatube Smart LED
System resolves the colour issue by filling dim
closets with bright daylight. When coupled
with the optional Occupancy Sensor, it also
saves money by activating the LED lights
only when needed.

Hallways

Hallways are notorious for being dimly lit and
under-utilised. A Solatube Smart LED System
solves this problem by brightening the space
and allowing homeowners to reclaim prime
wall space that can be used for displaying
colourful art or family photos.



Kitchens

Even if a kitchen is outfitted
with task lighting and windows,
there are still times during the day
when shadows make it hard to
see clearly. When this happens,
a task like chopping vegetables
becomes downright dangerous.
A Solatube Smart LED System
not only helps homeowners
safely prepare meals, it also
makes food look brighter
and more appealing. For late
evening meals, the LED lights
automatically activate to create
a soft, ambient setting.

Laundry Rooms

Often small and dimly lit laundry rooms are an ideal
location for a Solatube Smart LED System. By
transferring bright light indoors, fabric colours appear
truer and brighter to help with tasks like folding, sorting and
ironing. It also delivers perfect colour rendition so home-
owners can accurately sort colours. The system even
provides radiant LED lighting for managing those evening

loads of laundry.

Garages

Garages are full of hidden obstacles waiting to trip
up homeowners due to poor lighting. The Solatube
Smart LED System can transform any garage into
a safety zone by preventing occupants from stum-
bling around in the dark. Because those never-ending
home improvement projects require frequent trips
to the garage, the optional Occupancy Sensor
allows homeowners to never have to worry about
turning the lights on or off.



The System That Creates
Light in a Smarter Way

When it comes to lighting, it’s hard to beat the sun for
endlessly bright, consistent lighting. The only downside
is that it goes down each night, forcing homeowners
to turn on electric lights to see after dark. The Solatube
Smart LED System solves this problem using Sun-
Sense Technology, which blends sunlight with LED
lighting to seamlessly illuminate rooms day and night.
It's the system that creates light in a smarter way.

Patented, High-
performance Amplifier

Enclosed in a specially designed flared
housing, the high-performance Amplifier
features a patented design that utilises
16 highly reflective facets. These facets

Daylight Sensor

A Daylight Sensor continually monitors
light levels within the tube and activates
the LEDs when light levels reach a
minimum threshold.

Light Optimisation Lens

A patented Light Optimisation Lens
allows daylight to pass through

and directs the light
produced by the
LEDs toward

the decorative
fixture.
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Total Lumen Output

Light Emitting Diodes
(LEDs)

Four 3000K LEDs with an average
35 lumens / watt output provide
ultra-energy efficient lighting
designed to lastup to I E"
20 years. In addition, ¢ , [
they match the colour | ' p

of existing residential
lighting and deliver
80 CRil for a highly T
accurate display of e
colours. : ‘

A housing assembly
designed with unique
connectors for the driver,
Secondary System and
Occupancy Sensor
ensures easy

MIDNIGHT

When the sun is up, the Solatube Smart LED System
uses daylight as the primary source of light. After sunset,
the integrated LEDs take over. At dawn and dusk, when
the sun’s rays aren’t as strong, the system triggers
the LED lights to supplement the daylight in order to
maintain consistent delivery of light throughout the day.

Easy Connect Panel Optional
and Driver

Occupancy Sensor

The Occupancy Sensor detects
occupants and automatically

g triggers LEDs when light levels
4 are low. Can be turned on or
1 off when connected ==
to a wall switch. /pf/
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Options For an Even Smarter System

If you thought the Solatube Smart LED System couldn’t get any smarter, think again. With our
intelligent options, homeowners can dim their daylight, synchronise their lighting and take energy
efficiency to a whole new level. Not only will our options make the Solatube Smart LED System
smarter, they’ll make you, look like a genius!

{ Occupancy Sensor

The Occupancy Sensor works in concert with the Solatube Smart LED System to prevent the LED
lights from triggering unless an underlit area is occupied. As a result, homeowners will spend less
money on electricity and never worry about leaving the lights on. It's the option that allows them
focus less on lighting and more on living.

¥ .

Secondary System

For large spaces, you may want to suggest a Solatube Smart LED Secondary ﬁ
System. The “link and light” design saves time and money because the Secondary
System comes prewired with a unique cable connector that runsup to 4.5 m from
the Primary System. Designed for simplicity, it requires no new electrical connection
and easily links to the Primary System for fool-proof installation and synchronised
operation. Plus, additional savings for the homeowner are there for the taking
when the Primary and Secondary Systems are purchased together.

Daylight Dimmer

At times, homeowners may want to reduce the
amount of bright sunlight in their homes—like when
they want to take a mid-morning nap or watch an
afternoon movie. The optional Daylight Dimmer uses
a patented butterfly baffle and a convenient
wall-mounted switch to let homeowners adjust
room light levels simply and easily. It's the
perfect accessory for bedrooms, nurseries,
and rooms with entertainment centers.

Component Primary System Primary with Secondary System

LED 3000K 3000K

CRI 80 80

Lumens/Watt 35* 35*

Input Voltage 100-240V 100-240V

Frequency 50-60Hz 50-60Hz

Max Current 0.27A 0.55A

Output Voltage 26 VDC 26 VDC

Max Wattage 17 W 32W

IC Rated Yes Yes

UL Listed Yes Yes

"Average. Varies by decorative fixture. These specifications are provided “as is" with no warranties and are subject to change without notice.
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